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AC 115 TM KÇ ÜRÜN GÖRSELLERİ
PRODUCT IMAGES



Toplam Moment
Total Moment

Çalışma Basıncı
Working Pressure

Max. Ayak Açıklığı
Max. Outrigger Reach

Dönüş Açısı
Rotation Angle
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ÜRÜN ÖZELLİKLERİ
PRODUCT SPECIFICATIONS

Radyo Kontrol Sistemi
Radio Control System

STANDART STANDART STANDART STANDART

115 Tonm 280 bar 8686 mm Sonsuz /Endless

9990
8605

7830
10455

6150
12405

4780
14455

3660
16605

2750
18855

2020
21205

12950
6855

21650
4245

1410
23800

kg
mm

900
26505

10450
8485

8200
10335

6480
12285

5070
14335

3940
16485

3050
18735

2320
21230

13600
6735

22150
4245

kg
mm

1700
23835

2000
19995

1660
21795

1360
23695

1100
25695

850
27795

630
30125

kg
mm

440
32570

270
35115

kg
mm

22850
4245

14380
6495

11020
8245

8700
10095

6990
12045

5660
14095

4550
16385

3560
18785

kg
mm

10670
8365

8340
10215

6610
12165

5270
14215

4190
16365

3250
18760

2460
21265

13920
6615

22540
4245

1710
23875

AC 115 TM-KÇ 5 ( 2 MEKANİK )

AC 115 TM-KÇ 6 ( 3 MEKANİK )

AC 115 TM-KÇ 6+4 ( 3 MEKANİK )

AC 115 TM-KÇ 7 ( 2 MEKANİK )

AC 115 TM-KÇ 8 ( 2 MEKANİK )



32

YÜK DİYAGRAMI
LOAD DIAGRAMAC 115 TM KÇ
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AC 115 TM-KÇ 6 ( 3 MEKANİK )
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YÜK DİYAGRAMI
LOAD DIAGRAM

AC 115 TM-2KÇ 6+4 ( 3 MEKANİK )
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